121 Bata Boulevard,

Belcamp, MD 21017

BALLISTIC RESISTANCE TEST

Chesapeake Testing

Suite F

Client: Mofet Etzion
Job No.: CD01-2007-R01BRT-03838
Test Date: 9/25/2007

Test Panel

capability.

Description: LIBA composite armor for IED 20mm Fragment and above. Unique high velocity

Manufacturer: Mofet Etzion

Sample No.: 9-25-07 (1)

Size: 15.50 x 16.50 in Heat No.: NA Date Received: 9/25/2007
Thickness: See remarks Weight: See remarks Via: Fed Ex
Avg. Thick: See remarks Hardness: NA Returned: NA
Plies/Laminates: NA
Setup
Shot Spacing: Per Customer Request Primary Vel. Screens: 15 ft, 35 ft Range No.: Range 1
Witness Panel:  0.02 in, 2024-T3 Al Primary Vel. Location: 25 ft Temp: 75°F
Obliquity: 0 Range to Target: 45 ft BP: 29.94 inHG
Backing Material: NA Target to Witness: 6 in RH: 40%
Condition: Ambient Barrel/Gun: CDS-0216
Gunner: J. McDowell
Recorder: Craig Thomas
Ammunition
Projectile Lot No. Powder
(1) : 20-mm, 830-grain FSP Lot No. : PTI 022007 IMR 7828
Applicable Standards or Procedures
(1) Per Customer Request
: . Avg Striking
T:t Ammo T|(m:)1 \(/;l;s; Tl(mse) 2 \(/fe;l/'sf Vel. Vel. Penetration Footnotes
- H H (ft/s) | (ft/s)

1 1 3851 5193 3852 5192 5193 5049 None

2 1 3837 5212 3838 5211 5212 5068 None

3 1 3863 5177 3864 5176 5177 5034 None

4 1 3845 5202 3850 5195 5198 5054 None

5 1 3750 5333 3751 5332 5333 5185 None
Remarks: Footnotes:

Liba panel weight: 38.29 lbs.; Thickness: 1.380, 1.427,

1.396, 1.406 in.; Avg. Thickness: 1.402 in.

7.3mm HHA weight: 19.31 lbs; Thickness: 0.290, 0.295,

0.291, 0.295 in.; Avg. Thickness: 0.292 in.




